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10HP HYDRAULIC BOW THRUSTER KIT FOR GLASSFIBRE HULL

02.02.10

NOTES: Clutch earthed through frame to engine.

FOR GENERAL
REFERENCE ONLY

5-28025
CONTROL

PANEL

SUPPLY 1.0mm2

(3 Amp Fuse)

12V = 5-20070
24V = 5-20071

ENGINE 
DRIVEN PUMP 

SINGLE 'B' BELT

12V = 5-20078 
24V = 5-20079 

HYDRAULIC OIL TANK AND
CONTROL MANIFOLD

L591821
for 185mm ID TUBE

KIT LIST
Typical Narrowboat 12V kit

L591821 Thruster
5-20078 Tank
5-28025 Panel
5-20070 Pump
5-30565 2m Tube

3⁄8" ID LOW PRESSURE HOSE RECOMMENDATION
Up to 60' Narrowboat (Steel)
Up to 42' Offshore (Glass fibre)

1⁄2" ID HIGH PRESSURE HOSE

1.0mm2 CABLES

1.0mm2 CABLES
2 CORE CABLE FOR 
CONNECTIONS 8-00835-BK

HOSES AVAILABLE FROM HYDRAULIC
HOSE SUPPLIER E.G. PIRTEK

1⁄2" ID HIGH 
PRESSURE 

HOSEROTATION

3⁄4" ID LOW 
PRESSURE 

HOSE

1⁄2" ID HIGH PRESSURE HOSE

+-


